&® Audi A4 Wiring Diagram No. 317/1 


Automatic Climate Control 
From 2002 m. y. 


Main fuse 


A97--0220 


@ onthe Battery 


Fuse holder 


12.2005 


&® Audi A4 Wiring Diagram No. 317/1 
@ Instrument panel driver side 

Fuse Colors 

30 A - Green 

25 A - Withe 

20 A - Yellow 

15 A - Blue 

10 A- Red 

7,5 A- Brown 

5 A- Beige 


(a) Note: 


@ Fuse in fusebox from 23 onwards are numbered 223 onwards in Current Flow Diagram. 


Coupling station with threaded connection 


@ in the electronics box, plenum chamber 


1 - 10-Pin Connector, black (T10) 
2- 10-Pin Connector, brown (T10a) 
3 - 17-Pin Connector, red (117d) 
6 - 17-Pin Connector, white (T17e) 
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&® Audi A4 Wiring Diagram No. 317/1 


Connector station A-pillar 


@ behind side trim, left 


9 - 17-Pin Connector, dark brown (T17g) 

13 - 10-Pin Connector, violet (T10c) 

14 - 10-Pin Connector, grey (T10d) 

4-Pin Relay Carrier with threaded connection 
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&® Audi A4 Wiring Diagram No. 317/1 


@ Instrument panel driver side 
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& Audi A4 Wiring Diagram No. 317/2 
AIC Control Head, fuses 


Battery 
Ignition/Starter Switch 

AIC Control Head 

Fuse in fuse holder/relay panel 

Fuse in fuse holder/relay panel 

Fuse Strip (main fuse) 

Fuse in fuse holder 

Fuse in fuse holder (Auxiliary Heater) 
Fuse in fuse holder 


Ground connection, in battery box 


Ground connection -1-, in wiring harness interior 


Threaded connection -1- (30), on the relay plate 


Es7 Threaded connection -2- (30), on the relay plate 


© ( ee 


WCN3 WFIS FS D2 _DN3 
022 25 40 1,0 
wsige ro/bl 


Plus connection (15), in instrument panel wiring harness 


A32)) Plus connection (30), in instrument panel wiring harness 


33) Wire connection (75), in instrument panel wiring harness 


52) Plus Connection 2 (30) (in instrument panel wiring harness) 


AS7 ) Plus connection -2- (30), in instrument panel wiring harness 


Plus connection (15), in heated seats wiring harness 


™ Only for models with rear heated seat 


ws = white 
40 sw = black 
ro = red 
br = brown 
gn = green 
bl = blue 
gr = grey 
o) oes 
1 2 3 4 5 6 7 8 9 10 26110 «61201814 be = pata 
97-55301 i) Sh pk 
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&® Audi A4 Wiring Diagram No. 317/3 


AIC Control Head, central Air Flap, Air Flow Flap, 
Recirculation Flap 


£87 A/C Control Head 

G112 Central Flap Motor Position Sensor 
G113 Back Pressure Flap Motor Position Sensor 
G143 Recirculation Flap Motor Position Sensor 
70 Central Air Flap Motor 
71 Air Flow Flap Motor 
V113 Recirculation Flap Motor 


97 ) Ground connection -1-, in A/C wiring harness 


Wire connection (5 Volts), in A/C wiring harness 


I © \) 


i" \* 1” i 1 I< ” I?” r” i* yB/i4 


0.35 0,35 0,35 036 035 0,35 0,35 035 0,35 0,35 
rool ws/ge grign_— biiro bliro wsige grign bliro wsige grign 
0.35 
brisw 
‘im 1 t 1. 
035 0,35 0,35 
brisw  brisw brisw 
5 te Io Ib bh b te Is bh te te Us 
& 

Vina Gia... SoiGa12, Vio 3. G113: vin ws 
sw 
ro 

0.35 0,35 ; br 

rofl rajbl ©) rofbl on 

> obl 

or 

i 

6 6 7 1% 19 «+2 2 2 2 224 2 20 27 2 ge 
O7-52ESS a 
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&® Audi A4 Wiring Diagram No. 317/4 


AJC Control Head, defroster flap, temperatur flap 


E87 AIC Control Head 
G135__ Defroster Flap Motor Position Sensor 
G220 Potentiometer-actuator for temperature flap left 
G221 Potentiometer-actuator for temperature flap right 
V107 Defroster Flap Motor 
158 Actuator for temperature flap left 
159 Actuator for temperature flap right 


Ground connection -1-, in A/C wiring harness 


L31) Wire connection (5 Volts), in A/C wiring harness 


E 87 


(! © \) 


45/4 yA4 |” |” I" is si ig 


035 0,35 0,35 0, I’ 
bliro wsige grign i wsige oa = oe wis, oes in 
a t a 
0,35 2 35 
brisw ope ope 
0 2 Ie 5 


= 


Vis9 ws = white 
sw = black 
ro red 
br brown 
gn = green 

. bl blue 
gr = grey 
i lilac 
2 «#930 «310 32 i C(‘<‘ a‘! OCOD ge = yellow 
‘97-52860 OF, orange 
rs = pink 
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&® Audi A4 Wiring Diagram No. 317/5 


AIC Control Head, Vent Temperature Sensor, Sunlight Photo 
Sensor, Fresh Air Intake Duct Temperature Sensor 


G89_ Fresh Air Intake Duct Temperature Sensor 
G107 Sunlight Photo Sensor 

G150 Left Vent Temperature Sensor 

G151_ Right Vent Temperature Sensor 

261. Left Footwell Vent Temperature Sensor 
6262 Right Footwell Vent Temperature Sensor 
6263 Evaporator Vent Temperature Sensor 


( ) £87 A/C Control Head 


) Ground connection -1-, in A/C wiring hamess 


© G107 
1 ‘B i’ 
0,35 0,22 0,22 0,22 ey. 
ro/ge ws/gn swign brisw 


Es7 [ [. [. 


Ground connection (sensor Ground), in wiring harness Climatronic 


yee pee ero ye 16 Ct 1ce2 
0,35 0,35 0,35 0,35 0,35 0,35 0,35 
griws grige r grisw briws rofbr Wier 


vi 
G51 
4 


0,35 0,35 0,22 
briws briws —brisw 


a 


43°44 «450« 4647 4B CCB ge 
97-55302 
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&® Audi A4 


Wiring Diagram No. 317/6 


( Es7 ) 
wos \o7 re 
os 035 0,35 05 
r bil bibl wsige 
05 05 
grit griro 
T1745 T 104 BT 104 T1009 
05 05 0,35 
gtiro grit brfbl 
T10¢ brioe tig Aitia [2] 
05 os 7 os © 0,5 '120,35/18 60 05 
biibr bili griro griro rfl ro wsige 
hh Ibook 
ka 
N28o ®© ; G 238 : 
RP ws = white 
05 sw = black 
br Bs rad 
4© br brown 
40 gn = green 
br bi blue 
gr = grey 
G2) i lilac 
a 6 69 70 ge = yellow 
‘5758553 OF ee eae 
rs = pink 


AIC Control Head, high Pressure sensor, sensor for air 
quality, Compressor Regulator Valve, heated front window 


A14 Windshield Heating Voltage Converter 
E87 AIC Control Head 

G65__High Pressure Sensor 

238 Sensor for air quality 

N280 A/C Compressor Regulator Valve 

T2n Double Connector, near Windshield Heating Voltage Converter 
T10c 10-Pin Connector, violet, connector station A-pillar, left 

T10d 10-Pin Connector, grey, connector station A-pillar, left 


114 = 14-Pin Connector, black, in engine compartment, left 
T17d 


17-Pin Connector, red, connector station E-box, plenum chamber 
Heated front window 

Ground connection, in engine compartment, left 

Ground connection -1-, in right front wiring harness 


Ground connection, in wiring harness heated spray jet 


Ground Connection (starter battery) 


A38 ) Plus connection -2- (15a), in instrument panel wiring harness 


- Only for models with sensor for air quality 
“* Only for models with heated front window 
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&® Audi A4 Wiring Diagram No. 317/7 


AIC Control Head, Fresh Air Blower, Solar Cells, Heated rear 
window 


C18 Windshield Antenna Suppression Filter 
C20 Solar Cells 
£87 A/C Control Head 
J126 Control module for fresh air blower 
V2__ ‘Fresh Air Blower 
Z1~— Heated rear window 


) Ground connection, behind instrument panel, right 
Ground connection, on left A-pillar, lower part 
) Ground connection -1-, in wiring harness interior 


Ground Connection (in roof wiring harness) 


E87 \ 
( } © t ) ) Ground Connection (on left D-pillar) 
i i F 
pe pe re Ground Connection (on right D-pillar) 
05 05 40 
swibr Je wsili 
Connection (heated rear window) in passenger compartment 
5 eee / wiring hamess 
rofblrolbi* 
1 os Heated Rear Window Connection 2 (in interior wiring harness) 


with solar roof only 
** for avant, see applicable avant rear wiring diagram 
*** for avant, see applicable avant rear wiring diagram 
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&® Audi A4 


Wiring Diagram 


No. 317/8 
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AIC Control Head, Heated Seat Temperature Sensors, Control 
module with indicator unit in instrument panel insert 


E87 
G59 
G60 
J285 
Téd 
Tée 
T8f 


T8g 


AIC Control Head 
Driver's Heated Seat Temperature Sensor 

Passenger's Heated Seat Temperature Sensor 

Control module with indicator unit in instrument panel insert 

6-Pin Connector, green, seat wiring connector station, driver seat 
6-Pin Connector, green, seat wiring connector station, passenger seat 
8-Pin Connector, on driver's seat for driver's driver's seat Heating 
Element 

8-Pin Connector, on passenger's seat for passenger's seat Heating 
Element 

16-Pin Connector, black, diagnostic connection 

32-Pin Connector, blue, on instrument panel insert 

32-Pin Connector, green, on instrument panel insert 


Wire connection (K-diagnosis wire), in instrument panel wiring harness 
Comfort System High-bus Connection (in instrument panel wiring 
harness) 


Comfort System Low-bus Connection (in instrument panel wiring 
harness) 


with heated seat's only 
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